
LuLL® TeLehandLerS 





When Precision Means 
everything, Trust Lull®.
Whether it’s landing skids of block, positioning 

steel beams or placing bundles of roofing, 

precision is not just important, it’s critical. The 

preferred choice of masons, Lull® telehandlers  

are on the mark every time. 

The traversing carriage allows you to move an 

entire load 80 inches horizontally at full height, 

and lift up to 4,000 lb as high as 54 ft. Lull gives 

you the confidence and control to land and load at 

heights. Plus, the Stabil-Trak system automatically 

transfers from a 3-point to a 4-point stance for 

increased operator confidence.

Along with a premium machine, Lull gives you 

a wide range of optional attachments for job 

site flexibility. Plus, service, parts, and training 

professionals are always there for you, committed 

to doing whatever it takes to keep you working.

Stay on target, each and every time, with the 

precision and performance of a Lull telehandler.
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Model 644e-42 
With the exclusive horizontal load placement 
system, the Stabil-Trak stability system and a 
combination of other performance enhancing 
features and attachments, the Lull model 
644E-42 delivers what you need on the job  
for faster, more effective load placement.

Max. Capacity: 6,000 lb (2,722 kg)

Max. Lift: 42 ft (12.8 m)

Model 944e-42   
More power, more visibility and all the 
advantages of the horizontal load placement 
system combine to make the Lull model 
944E-42 telehandler a powerful and productive 
tool on any job site. Plus, with 9,000 lb capacity 
and a full line of attachments to choose from, 
you’ll have versatility to spare.

Max. Capacity: 9,000 lb (4,082 kg)

Max. Lift: 42 ft (12.8 m)

Model 1044C-54 Series II 
Whether it’s general construction, steel 
erection, masonry or general applications, 
the strongest and highest reaching Lull model 
1044C-54 Series II telehandler can meet the 
challenge. And even with a 10,000 lb capacity 
and 54 ft of lift height, the model 1044C-54 
Series II still delivers faster and easier load 
placement with the exclusive horizontal load 
placement system.

Max. Capacity: 10,000 lb (4,536 kg)

Max. Lift: 54 ft (16.46 m)

L u l l ® Te l e h a n d l e r s
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horizontal Placement System
The traversing carriage allows you 
to move an entire load 80 inches 
horizontally at full height.

Stabil-Trak System
The Stabil-Trak system increases operator 
confidence by automatically transferring 
from a 3-point to a 4-point stance.

engine
Side-mounted engine compartment 
provides easier access to components 
for service and maintenance. High 
horsepower engines yield greater 
power, speed and terrainability.

Four-Wheel drive System
With all-wheel drive, the machine 
can tackle tough terrain.

Three Steering Modes
Tighter maneuverability with three steering 
modes—4-wheel circle, 4-wheel crab and 
2-wheel front.

Proportional Controls
More control for the operator, 
as the movement of the joystick 
corresponds more directly with 
the action of the boom.

attachments
Unique attachments such as fork-mounted 
work platforms and sheet material carriages 
provide for maximum versatility on the job.

Boom design
Constructed with high strength steel, 
the boom is strong and durable to 
handle every heavy load.

L u l l ®  Te l e h a n d l e r s
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a Clear View of the Job Site
Your cab is your domain. It’s where you get everything done. That’s why we 

designed it with you in mind. A side-mounted engine improves operator visibility 

and allows for easier access. Cab-mounted controls and easy-to-read gauges let 

you know exactly what you’re doing and where you need to be. The proportional 

joystick provides more precise boom positioning. get in the driver’s seat and get 

to work in comfort.

L u l l ® Te l e h a n d l e r s
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The Power to  
hit Your Mark— 
every Time.
When your job is all about placing 

loads exactly where they need to be, 

then there’s only one machine for you. 

only Lull gives you the ability to move 

an entire load 80 inches horizontally at 

full height. And the capacity to lift up 

to 4,000 lb of brick, block or steel as 

high as 54 ft. With the precision load 

placement system and proportional 

joystick controls, you can place loads 

faster and more accurately because 

you’re the one in control.  

The horizontal load placement system 

operates by moving the rear of the 

chassis forward, making it easier to 

load material onto scaffolding or other 

work areas with precision. Complex 

maneuvering or driving is no longer 

necessary with the unique ability of the 

Lull® telehandlers.

once the load has 
been raised to the 
correct height, the 
entire boom can be 
moved hrizontally for 
exact placement.
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Test-driven.  
Job Site Proven.
our commitment to engineering  

and testing means that our telehandlers 

provide you with high performance  

when you need it most. 

our modern test facility is designed  

to provide the most realistic construction 

environment possible. Advanced reach 

and load placement technologies are 

tested and refined to improve capacity, 

boom speed and accuracy. 

Steering and drive performance are 

tested on the limestone steering course 

and in fording our mud pit. durability  

and extended driving are tested using our 

crosstie, pothole and high speed roading 

courses. our engineers and technicians 

conduct these tests, and more, so they 

understand what you’re experiencing  

on the job site.

L u l l ® Te l e h a n d l e r s
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Front wheel steer when  
driving on the road.

All-wheel steer to help reduce the 
turning radius in confined areas.

Crab steer for sideways 
movement and precise 

positioning before lifting.

Steering Modes
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This illustration shows the
increase in stability with
the Stabil-Trak System.

Load
Center of

Gravity

Vehicle
Center of
Gravity

Combined
Center of

Gravity

A

B

C

D

E

Stabil-Trak
4-Point

Stability Rectangle

3-Point
Stability
Triangle

1

2

3

VEHICLE
FRONT

rock Solid Performance  
You Can depend On.
Increase your confidence with the Stabil-Trak System. 

This patented system provides fully automatic rear axle 

stabilization by automatically transferring from a 3-point 

to a 4-point stance for increased operator confidence, 

operating in free-pivot, final positioning or locked modes.

TighT mAneuverAbiliTy 

Three steering modes — 4-wheel circle, 4-wheel crab, 

2-wheel front — allow you to navigate the job site 

according to terrain conditions. Standard front outriggers 

on the Model 1044C-54 Series II provide added operator 

confidence and extra lifting capacity. With more agility and 

rough terrain capability, Lull telehandlers will help make 

your jobs go faster and easier than ever.

Stabil-Trak System
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enclosed Cab

Foam-Filled Tires

rock Tires

Solid Tires

air Conditioning

2nd hydraulic Circuit

rotating Beacon

Work Lights

road and 
Work Lights
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NOTE: Not all options and attachments may be available for all models. Photographs are representative  
of attachments and options. JLG reserves the right to make modifications without prior notification.

Standard Carriage
Forks that are fully floating and 
adjustable side-to-side for efficient  
load entry and exit.

Cubing Forks
Allows operator to load, unload  
and place cubes of brick and block  
with ease.

Side-Tilt Carriage
Allows for minor lateral positioning  
of the load during final placement.

Swing Carriage
Allows for greater versatility in moving 
and placing materials in confined areas 
or when exact positioning is required.

Sheet Material adapter
Avoid sheet material damage and speed 
up unloading and placement through 
doors and windows.

Tower
The tower increases lift height  
by eight feet.

Pallet Forks
Rugged design makes it easier  
to handle heavy palletized material.

Lumber Forks
Wider width provides a larger surface 
area for stability when transporting 
longer material.

Material Bucket
Clean up the job site, spread  
gravel or for loading and leveling.

Grapple Bucket
Features a hydraulic grapple  
arm to assist in job site cleanup.

Truss Boom
Allows operator to set trusses  
and wall sections for wood  
and steel building construction.  
Available with or without winch.

Fork-Mounted Work Platform
Extend the capabilities of your  
telehandler and get more work  
done by lifting material and persons  
to working heights.

Lifting hook
Add versatility to any standard carriage 
by lifting and lowering objects without 
changing attachments.
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Financial Solutions
Maximizing your profits. Preserving your 
cash flow. Let our financing specialists help 
choose the program designed specifically 
for your needs.

Training
knowing your equipment inside  
and out results in higher productivity 
on the job. our instructor-led 
courses give you the hands-on  
time you need for success.

Customer Service Call Center
You can be assured we’ll be giving an all-out 
effort to support you. Just think of us as your 
personal on-call, full-service support team. 
We make it happen. Period. 

Putting Your Work  
above everything.
When it comes to JLg® ground Support, it’s all 

about you. Your productivity. Your profitability. 

Your uptime. From the purchase of your first 

piece of equipment straight through to the 

training, parts and maintenance that follows. 

aftermarket Parts
keep your equipment running  
at peak performance with genuine 
replacement parts, accessories, 
attachments, rebuilt and competitive 
parts all from one source — JLg. 

Service Centers
Your needs. Your uptime. JLg is on the 
job to fulfill your every need, from repair, 
reconditioning, same-day parts and much 
more. We’re here to support you.

J L G ® G r o u n d  S u p p o r t
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For complete specifications, visit www.jlg.com

Due to continuous product improvements, JLG Industries reserves the right to make specification and/or equipment changes without 
prior notification. These machines meet or exceed ASME B56.6-2005 as originally manufactured for intended applications.

644e-42 944e-42 1044C-54 Series II

Rated Capacity @ 24 in. (610 mm) Load Center 6,000 lb (2,722 kg) 9,000 lb (4,082 kg) 10,000 lb (4,536 kg)

Maximum Lift Height 42 ft (12.8 m) 42 ft (12.8 m) 54 ft (16.46 m)

Capacity @ Maximum Lift Height 6,000 lb (2,722 kg) 6,000 lb (2,722 kg) 5,000 lb (2,268 kg)

Maximum Reach 35 ft 6 in. (10.82 m) 35 ft 6 in. (10.82 m)   45 ft (13.72 m)

Capacity @ Maximum Reach 1,500 lb (680 kg) 2,000 lb (907 kg) 1,500 lb (680 kg)

Approximate Operating Weight  
(with Carriage and Forks) 24,610 lb (11,163 kg) 27,610 lb (12,524 kg) 31,830 lb (14,438 kg)

A. Length (Less Forks) 253 in. (6.43 m) 253 in. (6.43 m) 243.6 in. (6.19 m)

B. Width 98 in. (2.49 m) 101 in. (2.56 m) 101 in. (2.57 m)

C. Height 95.5 in. (2.43 m) 95.5 in. (2.43 m) 97 in. (2.46 m)

D. Wheelbase 131 in. (3.33 m) 131 in. (3.32 m) 124 in. (3.15 m)

E. Ground Clearance 16 in. (406 mm) 16 in. (406 mm) 16 in. (406 mm)

Outside Turning Radius 148 in. (3.76 m) 147 in. (3.73 m) 170 in. (4.32 m)

Drive 4 x 4 4 x 4 4 x 4

Engine Cummins B4.5T Cummins QSB4.5T Cummins QSB4.5T

HP and RPM 99 hp @ 2,500 rpm 110 hp @ 2,500 rpm 110 hp @ 2,500 rpm

Transmission Powershift Powershift Powershift

Axle — Front High-Bias, Limited Slip High-Bias, Limited Slip High-Bias, Limited Slip

Axle — Rear Planetary Steering Planetary Steering Planetary Steering

Steering All-Wheel All-Wheel All-Wheel

Tires 13.00 x 24 — 12 ply 15.5 x 25 — 12 ply 14.00 x 24 — 12 ply

Maximum Travel Speed 20 mph (32 kmph) 20 mph (32 kmph) 22 mph (35 kmph)

Frame Leveling ±12 Degrees ±12 Degrees ±10 Degrees

Horizontal Load Placement Distance 80 in. (2.03 m) 80 in. (2.03 m) 80 in. (2.03 m)
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